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A probe coil with a T-core above a layered conductor with surface hole is investigated for magnetic flux transfer along the ferrite core and enhancement of eddy currents in conductor. The cylindrical coordinate system is adopted and an artificial boundary is added to the solution domain with radius b, and the general formula for calculating the impedance of the T-core coil is derived using the truncated region eigenfunction expansion (TREE) method. For four special cases with different probe configurations, coil impedance changes due to the layered conductor and defect are calculated with Mathematica software over a frequency change ranging from 100 Hz to 20 kHz. The analytical results are in good agreement with those obtained by the finite element method and experimental measurements. The results show that under the same lift-off height and excitation frequency, the impedance change caused by the conductor or defect in the coil of long core column is greater than that of the short core column coil. It indicates that the probe coil with a long core column can transfer magnetic flux to the conductor, thereby enhancing eddy currents in the conductor.












	eISSN:
	1335-8871


	Sprache:
	Englisch




	Zeitrahmen der Veröffentlichung:
	6 Hefte pro Jahr


	Fachgebiete der Zeitschrift:
	Technik, Elektrotechnik, Mess-, Steuer- und Regelungstechnik


 Zeitschrift RSS Feed





Sciendo ist ein a Unternehmen von De Gruyter

	Veröffentlichen & Verteilen
	Blog
	Career
	Kontakt

	AGB
	Datenschutzerklärung
	Cookie-Richtlinie
	Veröffentlichungs- und ethische Richtlinien


	Weltweit
	De Gruyter Poland Sp. z o.o.
 Bogumila Zuga 32a
 01-811 Warsaw, Poland



	USA & Kanada
	De Gruyter, Inc.
 121 High Street, 3rd Fl.
 Boston, MA 02120




info@sciendo.com+48 22 701 50 15




Urheberrechte: © 2024 Sciendo






