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 This work discusses the fundamentals of designing deep excavation support by means of observational method. The effective tools for optimum designing with the use of the observational method are both inclinometric and geodetic monitoring, which provide data for the systematically updated calibration of the numerical computational model. The analysis included methods for selecting data for the design (by choosing the basic random variables), as well as methods for an on-going verification of the results of numeric calculations (e.g., MES) by way of measuring the structure displacement using geodetic and inclinometric techniques. The presented example shows the sensitivity analysis of the calculation model for a cantilever wall in non-cohesive soil; that analysis makes it possible to select the data to be later subject to calibration. The paper presents the results of measurements of a sheet pile wall displacement, carried out by means of inclinometric method and, simultaneously, two geodetic methods, successively with the deepening of the excavation. This work includes also critical comments regarding the usefulness of the obtained data, as well as practical aspects of taking measurement in the conditions of on-going construction works.











	ISSN:
	0137-6365


	Idioma:
	Inglés




	Calendario de la edición:
	4 veces al año


	Temas de la revista:
	Geosciences, other, Materials Sciences, Composites, Porous Materials, Physics, Mechanics and Fluid Dynamics


 RSS Feed de revista





Sciendo forma parte de la Sociedad De Gruyter

	Publicar y Distribuir
	Blog
	Career
	Contacto

	Condiciones
	Privacidad
	Política de cookies
	Política editorial y ética


	Mundial
	De Gruyter Poland Sp. z o.o.
 Bogumila Zuga 32a
 01-811 Warsaw, Poland



	EE. UU. & Canadá
	De Gruyter, Inc.
 121 High Street, 3rd Fl.
 Boston, MA 02120




info@sciendo.com+48 22 701 50 15




Derechos de autor: © 2024 Sciendo






